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GETTING STARTED
IMPORTANT:  
PLEASE READ MANUAL THOROUGHLY AND COMPLETELY.
This manual explains how to install, operate & maintain the Sioux City Tarp LOCK-N-RELEASE safely.

SAFETY NOTICES: 
A CAUTION notice denotes a hazard. It calls attention to an operating procedure, practice, or the like that, if not correctly 
performed or adhered to, could result in damage to the product. Do not proceed beyond a CAUTION notice until the indicat-
ed conditions are fully understood and met. For Questions Call: 888.256.6939

A WARNING notice denotes a hazard. It calls attention to an operating procedure, practice, or the like that, if not correctly 
performed or adhered to, could result in personal injury or death. Do not proceed beyond a WARNING notice until the indi-
cated conditions are fully understood and met.

UNPACKING YOUR SYSTEM:
After the box arrives at your facility. Remove the contents and spread them out on an open surface to ensure that everything 
has arrived properly. The following items should be included in your Sioux City Tarp LOCK-N-RELEASE kit. 
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REVIEW THE PACKING LIST 

THESE PARTS WILL INCLUDE:

Description Part Number

The hopper drive unit with 12-volt power SCT-LNR-001

The mounting motor cover SCT-LNR-002

The hinge bracket attached to the motor SCT-LNR-003

The mounting motor bracket SCT-LNR-004

The direct replacement bracket SCT-LNR-005

The bearings that mount to the replacement bracket SCT-LNR-006

The control box and inside it is the wireless remote control SCT-LNR-007

Control box wireless remote control SCT-LNR-008

The hard wire manual switch w self-tapping screws SCT-LNR-009

Wire extensions connectors for your quick connects SCT-LNR-010

3/4” shrink wrap kits SCT-LNR-011

A package of wire clamps and screws SCT-LNR-012

A tractor wiring kit including a 50-amp breaker, eyelets both 
3/8 and ¼, 25’ wire SCT-LNR-013

Eyelets for the motor SCT-LNR-014

A package of 2 1/4 inch grade 8 mounting bolts  
with lock nuts and washers SCT-LNR-015

Male and female plugs SCT-LNR-016

U-joints SCT-LNR-017

Two-hole straps SCT-LNR-018

A manual crank adapter SCT-LNR-019

A package of rubber grommets SCT-LNR-020

6 pieces of 5’ long PVC conduits including 90s and couplers SCT-LNR-021

1/4” bolts, washers and lock nuts SCT-LNR-022

Drive couplers SCT-LNR-023

New axles if replacement is needed SCT-LNR-024

Hex weldments SCT-LNR-025

Universal Manual Switch Mounting Bracket SCT-LNR-026

Universal Manual Switch Mounting Bracket Bolts,  
nuts and washers SCT-LNR-027

REQUIRED TOOLS 

NEEDED FOR INSTALLATION INCLUDE:

A drill with a 3/8” drill bit

A 3/8” sized impact wrench

A Sawzall with a metal blade

A two-pound hammer

A socket set

Cable cutters

A standard screwdriver

Two vice clamps

Two 7/16”, one 9/16” and one ½” wrenches

7/32nd allen wrench 

A grinder with a buffing wheel

A tape measurer

Welding equipment

A soap stone

A heating torch 

Safety glasses and gloves

ONLINE STEP BY STEP  
INSTALLATION VIDEO:
Before you begin, watch our short video on the installation of  
the LOCK-N-RELEASE system @siouxcitytarp.com. From  
unpacking to installing, this video will give you some powerfull  
insight into the installation process.If you still have questions, we’re 
here to help. give us a call toll free at: 888.256.6939

PACKING LIST

WATCH IT ONLINE
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STEP 1
The first step in installation is to measure the axle and place a mark 
in the center. Then measure five inches out on both the left and right 
side of the center mark and make new marks. These marks are 
where you will cut the axle. The goal here is to remove a total of ten 
inches from the existing axle. With the Sawzall, cut the axle in the two 
marked places. To remove the existing bracket on the trailer, the Huk 
bolts will have to be cut off. Once the Huk bolts have been removed, 
take a hammer and knock the original assembly free. Once it is off, 
then knock out the mounting bolts. 

Depending on the trailer model, you may need to re-use the existing 
bracket, and if so, you will need to remove the manual crank gearing 
and lock. In most cases you will be using the direct replacement 
bracket that comes with the kit.

STEP 2
Connect the motor pivot bracket to the mounting motor bracket by 
using the ¼ inch mounting bolts in this order, slide the washer on first, 
insert the bolt, slide on another washer, then hand tighten down the 
lock nut. Leave the bracket hand tight until actual positioning of the 
bracket is done.

STEP 3
To install the motor bracket assembly, you will insert the (2) ¼ inch 
mounting bolts onto the bracket by first placing washers on the bolts, 
sliding the bolts into the plate, sliding on another washer then hand 
tightening down the lock nuts. 

STEP 4
Place the mounting motor bracket in the same place as the original 
bracket and slide on the ¼ inch mounting bolts. As before, a washer 
is slid on before the bolt is inserted into the mounting hole. Then a 
washer is slid on before hand tightening the lock nut.

STEP 01

STEP 02

STEP 03

STEP 04

INSTALLATION
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STEP 5
The next step would be to replace the hopper U-joint drive axle if 
it needs to be replaced. In this case the U-joint did not need to be 
replaced. The kit does include a new U-joint and axle.

STEP 6
Slide the axle through the pilot bearing and line it up with the original 
cut axle. Use a vice clamp to hold the mounting motor bracket in 
place. Mark and cut the axle an inch past the pilot bearing. After cut-
ting the axle to the correct length, insert the coupler onto the original 
axle, insert the new cut axle back through the pilot bearing and insert 
it into the coupler. Hammer the axle into the coupler. 

STEP 7
Grind down the outer edge of the axle in order to then snug up the 
Hex weldment onto the axle.  Weld the Hex weldment into place. 
Grind off any access slag. 

STEP 8
Fit the motor onto the mounting and tap the release pin into place. 
Remove the vice clamp and tighten up all the mounting bolts. Weld 
the coupler onto both the original axle and the replacement axle.

STEP 9
With the bolts tightened down and the axle welded, bolt the stainless 
motor cover onto the motor using the self-tapping screws that come 
with the cover.

STEP 05

STEP 06

STEP 07

STEP 08

STEP 09

INSTALLATION
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STEP 10
Slip the boot covers onto the positive and negative terminals of the 
motor cord and hand tighten them down. 

STEP 11
By using couplers, connect the different pieces of the PVC pipe in 
preparation of installation. Feed the wires through the PVC pipe. 
Mount the PVC pipe using the two-hole straps and attach them to  
the trailer using #3 Philips self-tapping screws.

STEP 12
With the PVC pipe secured at the motor end, slide the shrink wrap 
onto the motor wire and connect the motor wire to the conduit wire. 
Slide the shrink wrap over the connectors and with the torch, shrink 
wrap the connectors securely together. Take up as much slack as you 
can in the motor side of the wiring. Tighten the posts on the motor 
and cover them with the terminal boots.

STEP 13
Attach another two-hole strap to clamp the PVC pipe. Using addition-
al couplers to connect PVC pipes including straight and angled to run 
the electrical wires the rest of the way to the front of the trailer. Wires 
can also be started from the front of the trailer and run to the PVC 
pipe wires. Each brand trailer is unique. With every connection, run 
shrink wrap up one end before mating the wires together and shrink 
wrap them securely. Once all wires are connected from the motor to 
the front of the trailer, secure any additional wires with zip ties. 

STEP 14
Next, Run a wire from the front control panel through the front of the 
trailer wall in order to connect to the wire. 1 1/4” sized hole will need to 
be made for the wire connector and control connector to go through. 
Install the rubber grommet to protect the wire from sharp edges.

The entire system including the Lock-N-Release system and
the Lockdown Electric Tarp system are controlled by the manual 
switch box that can be located either in the truck cab or on the 
trailer itself. In this example, the manual switch box will
be mounted towards the center of the trailer. 

STEP 10

STEP 11

STEP 12

STEP 13

STEP 14

INSTALLATION
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STEP 15
You’ll first need to run the wire with connector by following the same 
wiring path as the wires used to power the Lock-N-Release motor. At 
the front of the trailer, run the connector through the same hole as the 
motor wires and connect to the front control panel.

STEP 16
To mount the manual switch box, you’ll need to first drill two holes to 
be able to attach the mounting bracket. Use the bracket as a template 
for the hole location then with a 3/8” drill bit, drill the holes. Using the 
two 2 3/8” button head steel bolts, insert them into the drilled holes. 
Mount the bracket into place and tighten down using the 7/32nd allen 
wrench and tighten down using lock washers and shoulder nuts using 
a 9/16” socket.

STEP 17
To mount the box to the bracket, use the 3/16” self-drilling, number #3 
Philips head screws, and fasten the box to the universal bracket. 

STEP 18
With the manual switch box mounted and plugged in, open the box 
lid, then press and hold the on button for five seconds. Now all the 
functions of your system can be controlled from this location. Simply 
push the open and close buttons marked for each feature your sys-
tem has.

SWITCHING TO MANUAL MODE
Switching to the manual crank is easy. On the motor, unplug the wir-
ing, pull the cotter pin out, pull out the motor from the shaft and slide 
out the release pin out. The manual crank fits into the nut so that the 
hopper door can then be manually opened and closed.

REMOTE CONTROL 
You will also have a wireless remote that is pre-programmed to your 
control box. (If you lose your remote) or to set-up a new wireless re-
mote, open the lid of the front control panel. In the center is a button, 
push and hold until the red light comes on, and release the button. 
After the red light goes off, press and release any button on the re-
mote control. The light on the panel will come back on again, wait for 
it to go back off, then on the remote control hold the on button for five 
seconds. The motor will jump indicating that it is on.

You have two different ways to control both your hopper doors and 
your roll tarp system. With the Lock-N-Release system, you’ll have 
years of carefree operation. If you have any further questions, please 
contact Sioux City Tarp at 888-258-6939. 

STEP 15

STEP 16

STEP 17

STEP 18

REMOTE

INSTALLATION
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